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Kalibriergegenstand  / Calibration item Dieser Werkskalibrierschein 

dokumentiert die Rückführung auf 
nationale Normale zur Darstellung 
der Einheiten in Übereinstimmung 
mit dem Internationalen 
Einheitensystem (SI). 
Am Kalibriergegenstand (KG) ist 
eine Klebemarke angebracht, die 
mit der Kalibriernummer dieses 
Werkskalibrierscheines sowie dem 
Kalibriermonat und Jahr  
versehen wurde.  
Für die Einhaltung einer 
angemessenen Frist zur 
Wiederholung der Kalibrierung ist 
der Benutzer verantwortlich.     
                                        

 
 
 
 

GMH 3710  
GTF 101, DIN Kl. B, 
Sonderanfertigung / Special design 
 

Seriennummer / Serial number  
 
 

32405175 
 

 

Hersteller / Manufacturer 
 GHM GROUP - Greisinger  

GHM Messtechnik GmbH 
Hans-Sachs-Straße 26 
93128 Regenstauf 

 
Auftraggeber / Costumer This calibration certificate documents 

the traceability to national standards, 
which realize the units of 
measurements according to the 
International Systems of units (SI). 
The calibration label fixed to the 
calibration item contains number, 
month and year of the calibration. 
The client is responsible for an 
appropriate calibration interval. 

 
 

 
 
 
 

Auftragsnummer / Order number 
 12.05.2017 

 
Datum der Kalibrierung / Date of calibration 
 22.06.2017 

 
Anzahl der Seiten / Number of pages 
 3 

 
Dieser Werkskalibrierschein darf nur vollständig und unverändert weiterverbreitet werden.  
Auszüge oder Änderungen bedürfen der Genehmigung des ausstellenden Kalibrierlaboratoriums. 
Werkskalibrierscheine ohne Unterschrift haben keine Gültigkeit.  
This calibration certificate may not be reproduced other than in full except with the permission of the issuing laboratory. 
Calibration certificates without signature are not valid. 
     
 
Datum Leiter des Kalibrierlabors Sachbearbeiter 
Date Head of calibration laboratory Person responsible 
   
   
   
22. Juni 2017 Stephan Heine Alexandra König-Gerbersdorf 
 
 
 

 
   

GFTH 200 
Item No. 600249
Hygro- / thermometer

GENERAL:
Due to the low power consumption and the integrated min / max value memory, the 
GFTH 200 is also suitable for long-term monitoring of temperature, humidity and dew point.

TECHNICAL SPECIFICATIONS:
Measuring ranges

   Temperature: -25.0 .. + 70.0 °C; -13.0 .. + 158.0 °F

   % RH: 0.0..100.0 % RH (recommended range: 11..90 % RH)

Td: (dew point) -40.0 .. + 70.0 °C or -40.0 .. + 158.0 °F

Resolution:  0.1 % RH, 0.1 °C or 0.1 °F

Accuracy (± 1 digit) (at nominal temperature = 25 °C) 

    Temperature (internal): ± 0.5 % of reading ± 0.1 °C 

    Temperature (external): 0.1 °C (device) + accuracy of the probe

   Moisture: ± 2.5 % RH (in the range 11..90 %)

Probe

   Temperature: Pt 1000

   Humidity: capacitive polymer humiditysensor

Response time T90: 10 s

External sensor socket: For connecting an external Pt1000 sensor with  
a 3.5 mm jack plug, suitable sensors: page 22-25

Display: 3½-digit, 13 mm high LCD display

Control elements: 3 membrane keys for ON / OFF, min / max value query, hold. 
Side slide switch for selecting the measured variable.

Nominal temperature: 25 °C

Working conditions

   Electronics: -25 .. + 70 °C; 0..80 % RH (not condensing)

   Sensors: -25 .. + 70 °C; 0..100 % RH

Power supply: 9 V battery

Battery life: > 2 years with 1 measurement / 60 s approx. 120 days  
with 1 measurement / s (FAST mode)

Housing: Housing made of impact-resistant ABS

Dimensions: approx. 106 x 67 x 30 mm (H x W x D), additionally protruding 
sensor head on the front, 35 mm long, 14 mm Ø,  
total length 141 mm

Weight: approx. 135 g including battery

Scope of delivery: Device, battery, operating instructions

ACCESSORIES OR SPARE PARTS:
GOF 175 Mini 
Item No. 600436
Surface probe for solid surfaces

additional temperature sensors upon request

GKK 252 
Item No. 601056
Case with knob foam for universal use, 235 x 185 x 48 mm (W x H x D)

ISO-WPF4 
Item No. 602543
ISO calibration certificate, Factory calibration air humidity, test points humidity:  
20.40.60.80 % RH \ n test point temp.: Approx. 23 °C

GFN 11 
Item No. 475197
Humidityreference cell including adapter for TFS / GHTU, 11 % RH

GFN 33 
Item No. 475198
Humidity reference cell including adapter for TFS / GHTU, 33 % RH

GFN 75 
Item No. 475199
Humidity reference cell including adapter for TFS / GHTU, 75 % RH

GFTH 200-WPF4  
Item No. 602678
Complete package with ISO-WPF4 (~ 20 % / ~ 40 % / ~ 60 % / ~ 80 % RH increasing and 
decreasing) and case GKK 252
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PORTABLE INSTRUMENTS | HUMIDITY / FLOW

NEW!

HUMIDITY/ TEMPERATURE / DEW POINT METER

HIGHLIGHTS:

 ○  Possibility to connect an external Pt1000 
 temperature sensor

 ○  Humidity / temperature and  
dew point  measurement with one device

COMPLETE PACKAGE

for further information p.r.t. www.gsg-e-shop.com  | Phone no.: + 49 931 30 40 8-0 All rights reserved!


