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akkreditiert durch die / accredited by the 

Deutsche Akkreditierungsstelle GmbH 

als Kalibrierlaboratorium im / as calibration laboratory in the  

Deutschen Kalibrierdienst  00000 

Kalibrierschein Kalibrierzeichen 
D-K- 

21043-01-00 

Calibration certificate Calibration mark 2018-12 

Gegenstand
Object

1 Widerstandsthermometer, angeschlos-
sen an Temperaturanzeigegerät
1 Resistance thermometer, connected 
with temp. measuring device

Dieser Kalibrierschein dokumentiert die 
Rückführung auf nationale Normale zur 
Darstellung der Einheiten in 
Übereinstimmung mit dem Internationalen 
Einheitensystem (SI).
Die DAkkS ist Unterzeichner der 
multilateralen Übereinkommen der European 
co-operation for Accreditation (EA) und der 
International Laboratory Accreditation 
Cooperation (ILAC) zur gegenseitigen 
Anerkennung der Kalibrierscheine.
Für die Einhaltung einer angemessenen Frist 
zur Wiederholung der Kalibrierung ist der 
Benutzer verantwortlich.
This calibration certificate documents the
traceability to national standards, which 
realize the units of measurement according 
to the International System of Units (SI).
The DAkkS is signatory to the multilateral 
agreements of the European co-operation for 
Accreditation (EA) and of the International 
Laboratory Accreditation Cooperation (ILAC) 
for the mutual recognition of calibration 
certificates.
The user is obliged to have the object recali-
brated at appropriate intervals.

Hersteller
Manufacturer

GHM GROUP - Greisinger 
GHM Messtechnik GmbH
Hans-Sachs-Straße 26
93128 Regenstauf

Typ
Type

GMH 3710
GTF 401, DIN Kl. AA

Fabrikat/Serien-Nr.
Serial number

---

Auftraggeber
Customer

GHM GROUP - Greisinger 
GHM Messtechnik GmbH
Hans-Sachs-Straße 26
93128 Regenstauf

Auftragsnummer
Order No.

---

Anzahl der Seiten des Kalibrierscheines
Number of pages of the certificate 4

Datum der Kalibrierung
Date of calibration

06.12.2018

Dieser Kalibrierschein darf nur vollständig und unverändert weiterverbreitet werden. Auszüge oder Änderungen bedürfen der 
Genehmigung sowohl der Deutschen Akkreditierungsstelle GmbH als auch des ausstellenden Kalibrierlaboratoriums. Kalibrierscheine 
ohne Unterschrift haben keine Gültigkeit.
This calibration certificate may not be reproduced other than in full except with the permission of both the Deutsche Akkreditierungsstelle 
GmbH and the issuing laboratory. Calibration certificates without signature are not valid.

Datum
Date

06.12.2018

Leiter des Kalibrierlaboratoriums
Head of the calibration laboratory

Alexandra König-Gerbersdorf

Bearbeiter
Person in charge

Alexandra König-Gerbersdorf

PRESSURE
DAkkS-P 
Item No. 602731
DAkkS calibration certificate overpressure -1..100 bar 
 (pressure, 9 test points rising and falling, procedure B,  
target: 0.1..0.6 % measuring span)

DAkkS-PA 
Item No. 602758
DAkkS calibration certificate absolute pressure 0..70 bar 
(absolute pressure, 9 test points rising and falling,  
Sequence B, Target: 0.1..0.6 % measuring span)

further measuring ranges and accuracies on request

HUMIDITY (INCL. 1 TEMPERATURE VALUE)
DAkkS-FE 
Item No. 602871
DAkkS calibration certificate, humidity (device with external 
sensor); (test points: humidity 15 %, 70 % and  
temperature approx. 23 °C)

DAkkS-F 
Item No. 602870
DAkkS calibration certificate, humidity (device with 
 permanently attached sensor); (test points:   
humidity 20 %, 50 %, 80 % and temperature approx. 23 °C)

further test points on request

CONDUCTIVITY
DAkkS-LF 
Item No. 605528
DAkkS calibration certificate
conductivity 3 test points, Test points 147 µS / cm,  
1,413 µS / cm, 12.88 mS / cm

including 3 selectable points within  
2 µS / cm - 1000 µS / cm 
including 3 selectable points within  
1 mS / cm - 150 mS / cm 
every further test point  
other measuring ranges on request

TEMPERATURE
DAkkS-T 
Calibration certificate temperature, including 1 test 
point (please always specify the test point)

additional test points 
(from -100 .. + 1400 °C) pPlease always specify test 
point)

additional test points  
-196 °C
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GENERAL INFORMATION | SERVICES

CALIBRATION CERTIFICATES

DAkkS calibration certificates are used for very 
high-quality calibrations and calibrate reference 
instruments or standards and regulations requiring 
those certificates. DAkkS-DKD calibration certificates 
are issued using reference instruments for which 
traceability is ensured through a link to the labora-
tory of the Physikalische Bundesanstalt. DAkkS-DKD 
calibration certificates can only be issued by 
calibration laboratories accredited according to the 
DIN EN ISO 17025 standard. 

DAKKS CALIBRATION CERTIFICATE

Periodic external assessment and reaccreditation 
ensure that calibration is of a consistently high qual-
ity. These costs- and personnel-intensive measures 
result in a higher price, but, in return, provide the 
necessary reliability in the measurement results. 
Successful DAkkS assessment of the Greisinger site for 
the measured variable temperature. The calibration 
laboratory has been working in accordance with 
DIN EN ISO / IEC 17025 since 2018. 

THE ACCREDITATION IS ONLY VALID FOR THE 
SCOPE OF ACCREDITATION LISTED IN THE 

 DOCUMENT DK-21043-01-00.

for further information please refer to www.gsg-e-shop.com | Phone no.:   +49 931 / 30 40 8-0- all rights reserved -


